
SUPPLEMENTAL MANUAL INSERT

Assembly
1.	 Align and insert the axis to assemble the right and left plow sections. 

Slide a washer onto the bottom of the axis. Then slide a pin onto the axis to 

secure everything.

2.	 Slide the supports into their respective slots on the plow.

3.	 Then insert the supports into the square holes at the front of the SUV bumper. 

Secure the plow assembly with (2) bolts.
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Ensamblado
1.	 Alinee e inserte el eje para ensamblar las secciones izquierda y derecha del 

quitanieve. Deslice una arandela sobre la parte inferior del eje. Luego deslice 

una clavija dentro del eje para asegurar todo.

2.	 Deslice los soportes dentro de sus respectivas ranuras en el quitanieve.

3.	 Luego inserte los soportes dentro de los orificios cuadrados del parachoques 

frontal del SUV. Asegure el ensamblado del quitanieve con dos (2) pernos.

Assemblage
1.	 Alignez et insérez l’axe pour assembler les sections de charrue droite et 

gauche. Glissez une rondelle sur le bas de l’axe. Ensuite, glissez une goupille 

sur l’axe pour tout fixer en place.

2.	 Faites glisser les supports dans leurs fentes respectives sur la charrue.

3.	 Ensuite, insérez les supports dans les trous carrés à l’avant du pare-chocs 

du VUS. Fixez l’ensemble de la charrue avec (2) boulons.
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